ASME Coded Vessels

Compressed Air & Gas Filters

B Coalescing, Particulate & Hydrocarbon Adsorption
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B Flows to 37,000 SCFM/,, ;.. .3,
B 3" NPT to 16" Flange

Bulletin 1300 - 400/NA
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Finite®Large Capacity

ASME

Finite Filter's large capacity ASME filter vessels have been
designed specifically for our coalescing elements and
incorporate large sump capacities and generous exit cavities
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for maximum performance with low differential pressures.

All units are "U" stamped and conform to ASME Section VIII
standard code for pressure vessels. With flow capacities to
37,000 SCFM and optional materials of construction, most
compressor source filtration requirements can be met.

Specifications:

Porting to: 16" Flange
Flows to: 37,000 SCFM/, i s,
Design: ASME Code/
CRN (Canadian Registration)

Available Options:
High Temperature
High Pressure
All Stainless Construction

Typical Applications

Coalescing (Oil Removal) Interceptor (Particulate Removal) Adsorber (Vapor Removal)
® Compressed air system protection ® Natural gas systems ® Odor removal

® Dryer protection ® Desiccant dryer afterfilter ® Food packaging

® Paint spray booths ® Prefilter for coalescer ® Powder paint systems

® Microelectronics prefiltration ® Systems with high particulate

concentration
® Particulate protection for
non-lubricated systems

26 Parker Hannifin Corporation
Filtration and Separation Division
Oxford, MI







